
Slide Bolt & Release Instructions:

Tools:
- pencil
- slotted screwdriver
- drill
- 11.5mm (or 12mm) drill bit
- 6.5mm (or 7mm) drill bit
- spirit level
- hacksaw (possibly)
- 15mm chisel (possibly)
- hammer (if chisel required)

1. With a pencil, mark a point 45mm from the edge of the door (where the spindle will go 
through the door). Be aware that the knob will be either slightly above or below this point 
depending on which side of the door you are fitting the bolt to - place the bolt in situ to 
check it's final position before the next stage.

2. Once satisfied with the position of the bolt, drill a 6.5mm hole through the door at the 
point marked in stage 1.

3. With the 11.5mm drill bit, widen this hole to a depth of 9mm (mark the drill bit with 
tape) on both sides of the door.

4. Check the bolt is level and screw into position on the inside of the door.

5. From the outside, push the spindle through the hole and locate it into the plastic socket 
on the rear of the bolt. The spindle should protrude slightly on the outside of the door.

6. Place the coin slot release and round rose over the protruding part of the spindle so that 
the round rose sits against the surface of the door - you may need to shorten the spindle 
with a hacksaw.

7. Once satisfied with the length of the spindle, test the bolt with the door open - the bolt 
should be able to be operated from both sides of the door. At this point it may be necessary 
to make slight adjustments to the hole size or screw positions to ensure smooth operation.

8. Once satisfied with the operation of the bolt from both sides, screw down the rose over 
the coin slot release. With the door open, check that the bolt can still be operated from 
both sides.

9. Fitting is now almost complete. Close the door and engage the bolt until it touches the 
door jamb. Depending on the position of your door jamb, you will have to either chisel a 
hole for the bolt to slide into or simply screw the staple keeper in place.


